
Digital Audio Transformer

16Z5752

SCHEMATICMECHANICAL

ELECTRICAL SPECIFICATIONS @ 25oC

FEATURES:

Turns Ratio
Primary Inductance
PRI/SEC Leakage Inductance
ET Product
Controlled Rise Time
Dielectric Test

= 1:1 (+/- 5%)
= 2.5 mH (+/- 20%)
= 0.5 uH MAX
= 20 Vusec MAX
= 25 nsec MAX
= 2000 Vrms MIN
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0.500 MAX
12.70 MAX

0.400
10.20

0.250 MAX
6.40 MAX

0.100 - 0.130
2.50 - 3.30

PRI SEC

Designed for use at the interface between line diver and receiver and interconnecting medium in Digital Audio
Systems.

Basic insulation per IEC 950: 1991 Modified, EN 60950: 1992 +A1 +A2: 1993, EN 41003: 1990.

This transformer is recommended for use with Crystal Semiconductor CS8401 and CS8402 Digital Audio
Transmitters.

Operating Temperature from 0oC to 70oC.

For RoHS compliant version, order 16ZR5752 part number.

ALL DIMENSIONS GIVEN IN INCHES [MM].
TOLERANCES UNLESS OTHERWISE SPECIFIED.

ANGULAR: ± 1°
.XXX±.005 [.XX±.13]LINEAR: .XX±.01 [.X±.25]
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Ø 0.020
Ø 0.51
4 PLS
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